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GAMA NEW

Surface mounted luminaire for compact fluorescent lamp. Body is made of 
aluminium, steel and acylic tube. All RAL colours are available.

Index no. Lamp Weight Socket
115.100.113E EVG, 1x13W TC-T 1,50 kg G24q - 1
115.100.118E EVG, 1x18W TC-T 1,50 kg G24q - 2

1x18W
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Surface mounted downlight for compact fluorescent lamp. Lamp in vertical mode. 
Body is made of aluminium - all RAL colours are available. 

1x18W

DLN V 140 NEW

Index no. Lamp Weight Socket
107.140.113V VVG, 1x13W TC-D 1,50 kg G24d - 1
107.140.113E EVG, 1x13W TC-DEL 1,25 kg G24q - 1
107.140.118V VVG, 1x18W TC-D 1,50 kg G24d - 2
107.140.118E EVG, 1x18W TC-DEL 1,25 kg G24q - 2
107.140.126V VVG, 1x26W TC-D 1,50 kg G24d - 3
107.140.126E EVG, 1x26W TC-DEL 1,25 kg G24q - 3

Decorative glass 
with aluminium rings
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Surface mounted downlight for compact fluorescent lamps. Body is made of 
aluminium (standard white – available in any RAL colour on request) Reflector is 
made of aluminium 99,98% polished.

Diamond facetted 
reflector.

DLN 185 S with plain glossy reflector.

DLN 185 S

2x18WIndex no. Lamp Weight Socket
DLN 185 S with diamond facetted reflector.
F25.185.2037V VVG, 1x13W TC-D 1,50 kg G24d - 1
F25.185.2037E EVG, 1x13W TC-DEL 1,35 kg G24q - 1
F25.185.2038V VVG, 1x18W TC-D 1,50 kg G24d - 2
F25.185.2038E EVG, 1x18W TC-DEL 1,35 kg G24q - 2
F25.185.2039V VVG, 2x13W TC-D 1,80 kg G24d - 1
F25.185.2039E EVG, 2x13W TC-DEL 1,50 kg G24q - 1
F25.185.2040V VVG, 2x18W TC-D 1,80 kg G24d - 2
F25.185.2040E EVG, 2x18W TC-DEL 1,50 kg G24q - 2
DLN 185 S with plain glossy reflector.
G25.185.2037V VVG, 1x13W TC-D 1,50 kg G24d - 1
G25.185.2037E EVG, 1x13W TC-DEL 1,35 kg G24q - 1
G25.185.2038V VVG, 1x18W TC-D 1,50 kg G24d - 2
G25.185.2038E EVG, 1x18W TC-DEL 1,35 kg G24q - 2
G25.185.2039V VVG, 2x13W TC-D 1,80 kg G24d - 1
G25.185.2039E EVG, 2x13W TC-DEL 1,50 kg G24q - 1
G25.185.2040V VVG, 2x18W TC-D 1,80 kg G24d - 2
G25.185.2040E EVG, 2x18W TC-DEL 1,50 kg G24q - 2

Technical extras upon request:
1. Emergency supply
- battery pack 1h
Please add EM1 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.

For decorative accessories see page 79.

176
Indoor - Surface Mounted-Circular



177
Indoor - Surface Mounted-Circular



Surface mounted downlight for compact fluorescent lamp. Lamp in vertical mode. 
Body is made of aluminium (standard white – available in any RAL colour on 
request) Reflector is made of aluminium 99,98% polished.

DLN V 185

1x26WIndex no. Lamp Weight Socket
28.185.113V VVG, 1x13W TC-D 1,10 kg G24d - 1
28.185.113E EVG, 1x13W TC-DEL 0,95 kg G24q - 1
28.185.118V VVG, 1x18W TC-D 1,10 kg G24d - 2
28.185.118E EVG, 1x18W TC-DEL 0,95 kg G24q - 2
28.185.126V VVG, 1x26W TC-D 1,10 kg G24d - 3
28.185.126E EVG, 1x26W TC-DEL 0,95 kg G24q - 3

Technical extras upon request:
1. Emergency supply
- battery pack 1h
Please add EM1 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.
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Surface mounted downlight for metalhalide lamp. Body is made of aluminium 
(standard white – available in any RAL colour on request) Reflector is made of 
aluminium - sandblasted.

DLN GOT 185

1x70WIndex no. Lamp Weight Socket
142.185.35V VVG, 1x35W CDM-T 3,20 kg G12
142.185.70V VVG, 1x70W CDM-TD 3,20 kg RX7S
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Technical extras upon request:
1. Emergency supply
- battery pack 1h
- battery pack 2h
Please add EM1, EM2 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.

Surface mounted downlight for compact fluorescent lamps. Body is made of 
aluminium (standard white – available in any RAL colour on request). 

Diamond facetted 
reflector.

DLN 220

2x26WIndex no. Lamp Weight Socket
DLN 220 with diamond facetted reflector.
F26.220.6482V VVG, 1x13W TC-D 1,60 kg G24d - 1
F26.220.6482E EVG, 1x13W TC-DEL 1,45 kg G24q - 1
F26.220.6480V VVG, 1x18W TC-D 1,60 kg G24d - 2
F26.220.6480E EVG, 1x18W TC-DEL 1,45 kg G24q - 2
F26.220.6492V VVG, 2x13W TC-D 1,90 kg G24d - 1
F26.220.6492E EVG, 2x13W TC-DEL 1,60 kg G24q - 1
F26.220.6490V VVG, 2x18W TC-D 1,90 kg G24d - 2
F26.220.6490E EVG, 2x18W TC-DEL 1,60 kg G24q - 2
F26.220.6590V VVG, 2x26W TC-D 2,00 kg G24d - 3
F26.220.6590E EVG, 2x26W TC-DEL 1,70 kg G24q - 3
DLN 220 with plain glossy reflector.
G26.220.6482V VVG, 1x13W TC-D 1,60 kg G24d - 1
G26.220.6482E EVG, 1x13W TC-DEL 1,45 kg G24q - 1
G26.220.6480V VVG, 1x18W TC-D 1,60 kg G24d - 2
G26.220.6480E EVG, 1x18W TC-DEL 1,45 kg G24q - 2
G26.220.6492V VVG, 2x13W TC-D 1,90 kg G24d - 1
G26.220.6492E EVG, 2x13W TC-DEL 1,60 kg G24q - 1
G26.220.6490V VVG, 2x18W TC-D 1,90 kg G24d - 2
G26.220.6490E EVG, 2x18W TC-DEL 1,60 kg G24q - 2
G26.220.6590E EVG, 2x26W TC-DEL 1,70 kg G24q - 3
G26.220.6590V VVG, 2x26W TC-D 2,00 kg G24d - 3

For decorative accessories see page 57.For decorative accessories see page 79.
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Technical extras upon request:
1. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

2. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

3. Digital dimmable ballast (DALI).
Please add DALI after index number.

Surface mounted downlight for compact fluorescent lamps with IP44 flat glass. 
Body is made of aluminium (standard white – available in any RAL colour on 
request). 

DLN 220 BASIC

2x18WIndex no. Lamp Weight Socket
275.220.6482V VVG, 1x13W TC-D 1,40 kg G24d - 1
275.220.6482E EVG, 1x13W TC-DEL 1,25 kg G24q - 1
275.220.6480V VVG, 1x18W TC-D 1,40 kg G24d - 2
275.220.6480E EVG, 1x18W TC-DEL 1,25 kg G24q - 2
275.220.6492V VVG, 2x13W TC-D 1,70 kg G24d - 1
275.220.6492E EVG, 2x13W TC-DEL 1,40 kg G24q - 1
275.220.6490V VVG, 2x18W TC-D 1,70 kg G24d - 2
275.220.6490E EVG, 2x18W TC-DEL 1,40 kg G24q - 2
275.220.6590V VVG, 2x26W TC-D 1,80 kg G24d - 3
275.220.6590E EVG, 2x26W TC-DEL 1,50 kg G24q - 3
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DLN GOT 220 CDM-T

Surface mounted downlight for metal halide lamp. Body is made of aluminium 
(standard white – available in any RAL colour on request). Reflector is made of 
aluminium – sandblasted.

1x70WIndex no. Lamp Weight Socket
276.220.35V VVG, 1x35W CDM-T 2,40 kg G-12
276.220.70V VVG, 1x70W CDM-T 2,40 kg G-12
276.220.150V VVG, 1x150W CDM-T 4,20 kg G-12
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DLN 220 DUALL

Pendent direct/indirect luminaire for compact fluorescent lamps. Body is made of 
aluminium (standard white - available in all RAL colours). IP44 version on request. 
Length of steel wires according to customers request.

Index no. Lamp Weight Socket
211.220.418V VVG, 4x18W TC-D 4,60 kg G24d - 2
211.220.418E EVG, 4x18W TC-DEL 4,00 kg G24q - 2
211.220.426V VVG, 4x26W TC-D 4,80 kg G24d - 3
211.220.426E EVG, 4x26W TC-DEL 4,00 kg G24q - 3

4x18W

Technical extras upon request:
1. Emergency supply
- battery pack 1h
- battery pack 2h
- battery pack 3h
Please add EM1, EM2 or EM3 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.
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Surface mounted downlight for compact fluorescent lamps. Body is made of 
aluminium (standard white – available in any RAL colour on request).

Diamond facetted 
reflector.

DLN 255 with plain glossy reflector.

DLN 255

2x26W

Technical extras upon request:
1. Emergency supply
- battery pack 1h
- battery pack 2h
- battery pack 3h
Please add EM1, EM2 or EM3 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.

Index no. Lamp Weight Socket
DLN 255 with facetted reflector.
F27.255.2266V VVG, 1x18W TC-D 2,10 kg G24d - 2
F27.255.2266E EVG, 1x18W TC-DEL 1,90 kg G24q - 2
F27.255.2267V VVG, 1x26W TC-D 2,20 kg G24d - 3
F27.255.2267E EVG, 1x26W TC-DEL 1,95 kg G24q - 3
F27.255.2268V VVG, 2x18W TC-D 2,30 kg G24d - 2
F27.255.2268E EVG, 2x18W TC-DEL 2,00 kg G24q - 2
F27.255.2269V VVG, 2x26W TC-D 2,40 kg G24d - 3
F27.255.2269E EVG, 2x26W TC-DEL 2,00 kg G24q - 3
DLN 255 with plain glossy reflector.
G27.255.2266V VVG, 1x18W TC-D 2,10 kg G24d - 2
G27.255.2266E EVG, 1x18W TC-DEL 1,90 kg G24q - 2
G27.255.2267V VVG, 1x26W TC-D 2,20 kg G24d - 3
G27.255.2267E EVG, 1x26W TC-DEL 1,95 kg G24q - 3
G27.255.2268V VVG, 2x18W TC-D 2,30 kg G24d - 2
G27.255.2268E EVG, 2x18W TC-DEL 2,00 kg G24q - 2
G27.255.2269V VVG, 2x26W TC-D 2,40 kg G24d - 3
G27.255.2269E EVG, 2x26W TC-DEL 2,00 kg G24q - 3

For decorative accessories see page 57.For decorative accessories see page 79.
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Surface mounted downlight for metalhalide lamp. Body is made of aluminium
(standard white – available in any RAL colour on request).Reflector is made of 
aluminium – sandblasted.

DLN GOT 255

1x150WIndex no. Lamp Weight Socket
143.255.70V VVG, 1x70W 3,20 kg RX7S
143.255.150V VVG, 1x150W 5,00 kg RX7S
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Surface mounted downlight for round compact fluorescent lamp. Body is made of 
aluminium (standard white – available in any RAL colour on request).

DLN 255 HR

1x22WIndex no. Lamp Weight Socket
109.255.22 1x22W 2,80 kg G10q
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Surface mounted downlight for round compact fluorescent lamp. Body is made of 
aluminium (standard white – available in any RAL colour on request).

DLN 255 LR

1x22WIndex no. Lamp Weight Socket
110.255.22 1x22W 2,65 kg G10q
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Index no. Lamp Weight Socket
221.118V VVG, 1x18W TC-D 1,30 kg G24d - 2
221.118E EVG, 1x18W TC-DEL 1,20 kg G24q - 2
221.126V VVG, 1x26W TC-D 1,30 kg G24d - 3
221.126E EVG, 1x26W TC-DEL 1,20 kg G24q - 3

1x26W

Semi-reccessed luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium. All RAL colours available on request.

EXPANS PLUS S

155
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Index no. Lamp Weight Socket
132.113V VVG, 1x13W TC-D 2,20 kg G24d - 1
132.113E EVG, 1x13W TC-DEL 2,10 kg G24q - 1
132.118V VVG, 1x18W TC-D 2,20 kg G24d - 2
132.118E EVG, 1x18W TC-DEL 2,10 kg G24q - 2
132.126V VVG, 1x26W TC-D 2,40 kg G24d - 3
132.126E EVG, 1x26W TC-DEL 2,10 kg G24q - 3

1x26W

Surface mounted luminaire for compact fluorescent lamp. Body is made of steel 
and aluminium. All RAL colours available on request.

EXPANS PLUS SM
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DLN 220 SIPER

Surface mounted downlight for compact fluorescent lamps. Body is made of 
aluminium (standard white – available in any RAL colour on request). 

2x26WIndex no. Lamp Weight Socket
123.220.113V VVG, 1x13W TC-D 1,60 kg G24d - 1
123.220.113E EVG, 1x13W TC-DEL 1,45 kg G24q - 1
123.220.118V VVG, 1x18W TC-D 1,60 kg G24d - 2
123.220.118E EVG, 1x18W TC-DEL 1,45 kg G24q - 2
123.220.213V VVG, 2x13W TC-D 1,90 kg G24d - 1
123.220.213E EVG, 2x13W TC-DEL 1,60 kg G24q - 1
123.220.218V VVG, 2x18W TC-D 1,90 kg G24d - 2
123.220.218E EVG, 2x18W TC-DEL 1,60 kg G24q - 2
123.220.226V VVG, 2x26W TC-D 1,90 kg G24d - 3
123.220.226E EVG, 2x26W TC-DEL 1,60 kg G24q - 3

201
Indoor - Surface Mounted-Circular



Surface mounted or pendent luminaire for round T5 lamp. Body is made of 
aluminium. All RAL colours are available. IP 44 version on request.

1x22W

PLAFO 300

Index no. Lamp Weight Socket
251.122E EVG, 1x22W T5 1,70 kg 2GX13
251PND.122E EVG, 1x22W T5 1,90 kg 2GX13
251.122ED EVG D, 1x22W T5 1,80 kg 2GX13
251PND.122ED EVG D, 1x22W T5 2,00 kg 2GX13
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Surface mounted or pendent luminaire for round T5 lamp. Body is made of 
aluminium. All RAL colours are available. IP 44 version on request.

1x40W

PLAFO 430

Index no. Lamp Weight Socket
230.40E EVG, 1x40W T5 2,70 kg 2GX13
230.55E EVG, 1x55W T5 2,70 kg 2GX13
230.22+40E EVG, 1x22W + 1x40W T5 2,80 kg 2GX13
230PND.40E EVG, 1x40W T5 2,90 kg 2GX13
230PND.55E EVG, 1x55W T5 2,90 kg 2GX13
230PND.22+40E EVG, 1x22W + 1x40W T5 3,00 kg 2GX13
230.218E EVG, 2x18W TC-DEL 2,70 kg G24q - 2
230.226E EVG, 2x26W TC-DEL 2,70 kg G24q - 3
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Surface mounted or pendent luminaire for round T5 lamp. Body is made of 
aluminium. All RAL colours are available. IP 44 version on request.

Index no. Lamp Weight Socket
0000-002063.140E EVG, 1x40W T5 5,00 kg 2GX13
0000-002063.155E EVG, 1x55W T5 5,00 kg 2GX13
0000-002063.160E EVG, 1x60 W T5 5,00 kg 2GX13

PLAFO 500
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Surface mounted direct/indirect luminaire for round T5 lamp. Body is made of 
aluminium. All RAL colours are available.

Index no. Lamp Weight Socket
0000-002602.122E EVG, 1x22W T5 3,50 kg 2GX13
0000-002602.140E EVG, 1x40W T5 3,50 kg 2GX13
0000-002602.155E EVG, 1x55W T5 3,50 kg 2GX13

1x22W

PLAFO 350 SPEC UP/DN
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Surface mounted direct/indirect luminaire for round T5 lamp. Body is made of 
aluminium. All RAL colours are available.

Index no. Lamp Weight Socket
0000-002601.140E EVG, 1x40W T5 5,00 kg 2GX13
0000-002601.155E EVG, 1x55W T5 5,00 kg 2GX13
0000-002601.160E EVG, 1x60 W T5 5,00 kg 2GX13

1x55W

PLAFO 500 SPEC UP/DN
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SUPRA T5

Surface mounted luminaire for round T5 lamp. Body is made of steel and 
aluminium. All RAL colours are available.

Index no. Lamp Weight Socket
530.40E EVG, 1x40 W T5 3,9 kg 2GX13
530.55E EVG, 1x55 W T5 3,9 kg 2GX13
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