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RECESSED 
LUMINAIRES
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Mounting springs. IP54 glass.

Recessed IP54 downlight for Metalhalide light source. Body is made of aluminium 
- ring available in different RAL colours.

Easy installation – 
without tools.

GOT 140 TANKLIGHT

1x70WIndex no. Lamp Weight Socket
105.140.35V VVG, 1x35W 2,20 kg G12
105.140.35E EVG, 1x35W 1,15 kg G12
105.140.70V VVG, 1x70W 2,20 kg G12
105.140.70E EVG, 1x70W 1,15 kg G12

Ø 123
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Easy installation – 
without tools.

Mounting brackets.

1x150W

1x35W 1x70WIndex no. Lamp Weight Socket
103.170.35V VVG, 1x35W 2,50 kg G12
103.170.35E EVG, 1x35W 1,45 kg G12
103.170.70V VVG, 1x70W 2,50 kg G12
103.170.70E EVG, 1x70W 1,45 kg G12
103.170.150V VVG, 1x150W 3,90 kg G12
103.170.150E EVG, 1x150W 2,30 kg G12

DL GOT 170 H - high 
ring

Ø 165

568

DL GOT 170

Recessed IP54 downlight for Metalhalide light source. Body is made of aluminium 
- ring available in different RAL colours. Two versions are available - with low or 
high ring.

DL GOT 170 L 

Index no. Lamp Weight Socket
104.170.35V VVG, 1x35W 2,55 kg G12
104.170.35E EVG, 1x35W 1,50 kg G12
104.170.70V VVG, 1x70W 2,55 kg G12
104.170.70E EVG, 1x70W 1,50 kg G12
104.170.150V VVG, 1x150W 3,95 kg G12
104.170.150E EVG, 1x150W 2,35 kg G12

DL GOT 170 H
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DL GOT 170 CDO - TT

Recessed IP54 downlight for CDO-TT lamp. Body is made of steel and aluminium 
- ring available in different RAL colours. 

Ø 200

1x70WIndex no. Lamp Weight Socket
0000-001819.1100V VVG, 1x100W CDO-TT 5,50 kg E27
0000-001819.1100E EVG, 1x100W CDO-TT 4,10 kg E27
0000-001819.1150V VVG, 1x150W CDO-TT 5,90 kg E27
0000-001819.1150E EVG, 1x150W CDO-TT 4,30 kg E27
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DLX 220 IP65

Recessed IP65 downlight for compact fluorescent lamps. Body is made of steel 
and aluminium - ring available in different RAL colours. 

Ø 240

2x26W

Index no. Lamp Weight Socket
0000-001629.213E EVG, 2x13 W TC-DEL 2,50 kg G24q-1
0000-001629.218E EVG, 2x18 W TC-DEL 2,50 kg G24q-2
0000-001629.226E EVG, 2x26 W TC-DEL 2,50 kg G24q-3
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Recessed square downlight for compact fluorescent lamps. Designed for indoor 
and outdoor use IP65. Body and frame are made of steel and can be painted in 
any RAL colour.

Index no. Lamp Weight Socket
206.255.218V VVG, 2x18W TC-D 3,60 kg G24d - 2
206.255.218E EVG, 2x18W TC-DEL 3,60 kg G24q - 2
206.255.226V VVG, 2x26W TC-D 3,60 kg G24d - 3
206.255.226E EVG, 2x26W TC-DEL 3,60 kg G24q - 3

1x26W

Technical extras upon request:
1. Emergency supply
- battery pack 1h
- battery pack 2h
- battery pack 3h
Please add EM1, EM2 or EM3 after index number.

2. Compensation or passive power (capacitor).
Please add COMPENSATION after index number.

3. Dimmable ballast EVG DIM (1-10 V).
Please add EVG DIM after index number.

4. Digital dimmable ballast (DALI).
Please add DALI after index number.

DLK 255 DM IP65

248 x 235
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B-STAR

Outdoor recessed luminaire for metalhalide or sodium lamp. Body is made of 
steel and aluminium and available in all RAL colours.

1x250WIndex no. Lamp Weight Socket
0000-002739.1150V VVG, 1x150 W HI-T 6,90 kg E40
0000-002739.1250V VVG, 1x250 W HI-T 6,90 kg E40
0000-002739.1400V VVG, 1x400W HI-T 7,50 kg E40

580 x 380
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